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SWING MKII: ORIGINAL AND 
ENVELOPING DESIGN 

MkII, the new version of SWING offers design 
and ergonomics solutions specifically designed 
to facilitate ordinary maintenance operations 
while ensuring greater protection for moving 
parts of the printer and against dust 
penetration. 

The printer is equipped with a new transparent 
front cover, made of robust and unbreakable 
material that allows a more comfortable and 
secure grip for the operator during extraction / 
insertion operations.  

 

 

 

In order to increase the access area to the 
cables, print head and printing plane, the blue 
front panel has been redesigned, integrating 
the screen printed instructions of the ribbon 
passage and the print head opening / closing 
controls.  
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SWING CONTINUOUS:  

A new sleek design, extremely compact, 
solid and durable, ease of use and  
maintenance times reduced to a minimum.   
The Swing MkII transparent thermoformed 
enveloping cover [a] increases the level of 
protection from accidental insertion of fingers 
between rollers and pulleys and protects 
against dust and moisture more than the 
previous model. 

 

The front cover is now closed by two magnets, 
as in the Intermittent version and its opening is 
detected by a coded reed sensor: opening the 
cover generates an error condition (E102). 
With the open cover the motors are disabled 
and the operator can do simple and fast 
maintenance operations safely. 

Swing Continuous: more enveloping cover = more effective protection 
 

Swing 2CE MkII version  
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cover closing detection 
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ergonomic handle 



 

  
 

SWING INTERMITTENT
The Intermittent printer model has also been 
equipped with a new ergonomic front cover;  
furthermore, in X and XL series, the 
transparent side panel has been modified so as 
to greatly facilitate the passage of the thermal 
ribbon, the passage of the packaging film and 
the cleaning operations of the head and the 
printing plane.  The panel has been reshaped 
and secured with a screw in the fulcrum [f] so 

that it can rotate some degree by loosening the 
lock knobs.  
This allows you to have wide access space to 
the printhead, the printing plane and the 
ribbon guide rollers, working in safe condition.  
In fact, the panel must be closed to insert the 
cover that protects the ribbon area, whose 
presence is monitored by the sensor, and then 
unlock the printer from the fault condition. 

 
 
 
 
 
 
 
 
 
 
 
Swing S5XL40  

MkII version 
 
 

DOUBLE PRINTHEAD SWING X22 INTERMITTENT:  
ribbon loading simplified, faster and safer
New solutions have been adopted to minimize 
operational discomfort. A comfortable 
operating space has been left for cleaning and 
replacing components that, thanks to the new 
side panel and some adjustments on the ribbon 
guide rollers, are now immediate and in 
complete safety.   
In double-printhead X22 printers, the side 
panel has two slots that allow easy access to 
both print heads for ribbon change operations. 
 

The two large slots under working conditions 
(with cover inserted) are hidden from the 
screen printed front panel and shown when the 
panel is lifted, loosening the knobs that secure 
it and moving it in the direction of the guide 
holes.  
The particular shape of the panel does not 
allow you to insert the front cover and then to 
operate the printer until it is properly closed, 
thus ensuring a more intrinsic security of the 
printer.

 

 

 

 

 

 

 

 
Swing X22  

MkII version 
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The new MkII printer version has been 
implemented to print different texts for the two 
print heads.  
Advantages: 
• you can print the track number or the 

progressive number. 

• you can handle different print formats 
without mechanically adjusting the 
distance between the two printheads. The 
printer automatically adjusts to suit the 
layout of the text on the label to be 
printed.

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Swing X22 MkII version: different texts on the two printheads 
 
 



 

  
 

DIMENSIONAL COMPARISON 
Minimum impact, maximum efficiency 
 

 
 
 SWING Intermittent SWING MkII Intermittent 
 
 

 
 
 SWING Continuous SWING MkII Continuous 
 
 
 

Dimensional variations only 
affect the depth of the printer 
and have a zero impact when 
the printer is mounted 
"longitudinally". 
If the printer is mounted in the 
"transverse" direction and the 
film is pushed upwards, you 
need to change the position of 
the support rollers. 
 

             

measures in mm 

measures in mm 

+25 mm 


