
Centralised programme for managing printers
(with constant display of work flow/times)
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DESCRIPTION
The Starcode7 programme runs in a Windows® environment and
supervises the EIDOS printers, connecting them to the LAN network.
It manages the centralised labels file and monitors the production
of the machines on which they are mounted (end-of-line or
production-line packaging machines) cyclically interrogating the
printers. The Starcode7 programme has been patented.

CENTRALISED LABEL FILE
WITH LABELS FETCHED DIRECTLY

BY THE PRINTER

The Starcode7 programme stores the labels of all the printers in
a single file in the PC. This means that the changes made become
operational immediately for all of them. The print pages can be
fetched in different ways:
 • the line operator uses the printer’s touchscreen to select and fetch;
 • the operator fetches the page automatically using the light-pen
option, thus ensuring high protection against errors;
• the operator calls up the ‘next label’ that has been previously
stored in the PC.
The PC’s labels file may consist of a set of files or of a database
linked to the size pages.

TECHNICAL FEATURES

COMPUTER REQUIREMENTS: Personal Computer with Microsoft
Windows® operating system (versions 2000 or XP).

CONNECTABLE PRINTERS: up to 24 printers can be connected to
each personal computer. The printers must be EIDOS and the
models that can be connected are those with a touchscreen
keyboard (Printess, Swing or Coditherm). Data exchange occurs
via an Ethernet interface (10T and 100T with a RJ45 connector)
with a LAN TCP/IP network. The connection can be via cable or
via wireless devices (WLAN).

CENTRALISED FILE: for the labels the EASYCODE® programme
continues to be used that is designed to work simultaneously with
Starcode7. The centralised file may consist of a set of single pages
or consist of a database (Db IV or Access) and of the size pages.

MADE IN ITALY: the Starcode7 has been designed entirely in Italy
by EIDOS spa.

PRODUCTION MONITOR
For each machine, operating status and production progress data
are constantly monitored on the video screen. The printer can be
in production, stationary or switched off; in addition, the state of
the ribbon and label reserves is displayed. The following production
data are displayed: code of label being printed, the items produced
from the start of the batch, current production and, if the total
items have been set, also the percentage of the batch that has
been completed with the expected finishing time.

PRODUCTION DATA FILE DIVIDED
BY SHIFT

The Starcode7 periodically queries all the printers and stores the
quantity of prints made, i.e. the items produced. It can display
them on a video in the form of a graph with the time variable on
the x coordinate and hourly production on the y coordinate. Each
graph contains one shift or day. Every month, a graph of daily
production in Excel format can be obtained. This widely used
programme enables the form of display to be tailored to the user’s
requirements.


